


tons cubic yards

LEFT RIGHT

11+65 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 3.3 4 LT. & RT. OF SIDEWALK
12+64 PRIVATE ~ ~ N/A GRAVEL B 0.2 0.5 GRAVEL 1.8 2 LT. & RT. OF SIDEWALK
18+44 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 7.4 10 LT. & RT. OF SIDEWALK
19+70 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 6.1 8 LT. & RT. OF SIDEWALK
21+32 PUBLIC ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 2.7 3 LT. & RT. OF PATH
23+62 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 9.0 12 LT. & RT. OF PATH
44+57 PUBLIC ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 7.0 9 LT. & RT. OF PATH
50+25 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 1.6 2 LT. & RT. OF PATH
51+66 PRIVATE ~ ~ N/A ASPHALT A 0.2 0.5 NEW ASPHALT 0.5 1 LT. & RT. OF PATH

TOTAL 39.5 51

# ALL RADII MEASURED TO FRONT OF GUTTER OR EDGE OF SHOULDER.
* ALL AREAS DEFINED AS "TRANSITION" ARE LOCATIONS BETWEEN APPROACHES.

WIDTH
RADIUS #

LENGTH
PMS
THK.

CAC
THK.

COMMER-
CIAL

PLANT MIX 
BIT. SURF.
PG 64-28

CRUSHED 
AGG. 

COURSE

APPROACHES (For Information Only)

STATION *TYPE

linear feet

EXISTING 
SURFACING

feet

PROPOSED SURFACE REMARKS
APPROACH 

SURF. 
SECTION











each

20+71.2 1 2.0' LT.
20+71.2 1 6.0' LT.
29+97.1 1 2.0' LT.
29+97.1 1 6.0' LT.

4 TA FUNDINGTOTAL

BOLLARDS

STATION REMARKS
BOLLARD

lump sum

62+63.63 62+66.38 1 CONTRACTOR TO FIELD VERIFY LOCATION WITH E.P.M.

1 LOCAL FUNDING

FROM TO

TOTAL

SIDEWALK 
DRAIN

STORM DRAIN

STATION
REMARKS

10+00.00 30+07.07 65 TOPSOIL FOR SW1
17+16.77 18+21.40 38 ASPHALT PATCH LT.
40+00.00 51+75.28 34 TOPSOIL FOR SW2

~ ~ 0 TA FUNDING

TO

TOTAL

ADDITIONAL GRADING

STATION

cubic yards

REMARKS

INCL. IN SIDEWALK

ADD. 
STREET

EXC.
STREET

EXC.
EMB.+

FROM

42+14.01 44+20.52 1 SPRINKLERS, TA FUNDING

MISCELLANEOUS ITEMS

STATION lump
sum REMARKS

FROM TO

10+00.00
226 37 189 SW1

30+07.07

40+00.00
126 153 SW2

51+75.28

SUBTOTAL 352 37 342 TA FUNDING

60+00.00
33 33 0 SW3

62+79.06

33 #  33 #  0 LOCAL FUNDING

385 #  70 #  342

# FOR INFORMATION ONLY

TOTAL

GRADING

STATION REMARKSSTREET
EXC.

EXCESS
EXC.

EMB.+

cubic yards

SUBTOTAL

WORDS & SYMBOLS - WHITE EPOXY gallon 5 5 TA FUNDING
WORDS & SYMBOLS - WHITE EPOXY gallon 1 1 LOCAL FUNDING

* REMOVAL OF PAVEMENT MARKINGS AT HOSPITAL CROSSING IS INCIDENTAL.

PAVEMENT MARKINGS *

ITEM UNIT
INTERIM

APPLICA-
TION

FINAL 
APPLICA-

TION
REMARKSTOTAL

tons cubic yards tons cubic yards

17+16.77 18+21.40 20.8 27 ADD. APPROACH EXC. LT., SW1
10+00.00 30+07.07 16.4 36 LT. & RT. OF SIDEWALK/PATH
40+00.00 51+75.28 38.3 58 LT. & RT. OF SIDEWALK/PATH

~ ~ ~ ~ 20.8 27.0 *  54.7 *  94 TA FUNDING

60+00.00 62+82.10 2 LT. & RT. OF SIDEWALK

~ ~ ~ ~ 0 0 *  0 *  2 LOCAL FUNDING

# COMMERCIAL PLANT MIX BID ITEMS INCLUDES THE COST OF STREET EXCAVATION BEHIND THE SIDEWALK LIMITS FOR APPROACH TIE-INS.
* FOR INFORMATION ONLY - ADDITIONAL QUANTITIES FOR EXTENDING THE SURFACE OUT TO THE SAW CUT/CONSTRUCTION LIMITS.

SUBTOTAL

CRUSHED 
AGG. 

COURSEFROM TO

GROSS NET + -

*AGGREGATE

COMMERCIAL
PLANT MIX
 PG 64-28

CRUSHED 
AGG. 

COURSE

SUBTOTAL

ADDITIONAL SURFACING (INCLUDED IN SURFACING FRAME)

STATION

linear feet

FOR

AGGREGATE

REMARKSCOMMERCIAL
PLANT MIX
 PG 64-28

#

tons cubic yards

20+30.26 30+01.07 970.81 970.81 110.1 143 WALKING PATH LT.

ADDITIONAL SURFACING 20.8 27 ADDITIONAL SURFACING, SW1
*2 - PUBLIC APPROACH (PMS) 9.7 12 (SEE APPROACHES SUMMARY FRAME ON NOTES SHT.)
*7 - PRIVATE APPROACHES (PMS) 29.8 39 (SEE APPROACHES SUMMARY FRAME ON NOTES SHT.)
*ADDITIONAL SURFACING 54.7 94 ADDITIONAL SURFACING, SW1 & SW2 TO SAW CUT/CONSTRUCTION LIMITS

~ ~ ~ ~ 130.9 170 TA FUNDING

*ADDITIONAL SURFACING 0.0 2 ADDITIONAL SURFACING, SW1 & SW2 TO SAW CUT/CONSTRUCTION LIMITS

~ ~ ~ ~ *  0.0 *  2 LOCAL FUNDING

970.81 970.81 ~ ~ 130.9 170

# COMMERCIAL PLANT MIX BID ITEMS INCLUDES THE COST OF STREET EXCAVATION BEHIND THE SIDEWALK LIMITS FOR APPROACH TIE-INS.
* FOR INFORMATION ONLY - ADDITIONAL QUANTITIES FOR EXTENDING THE SURFACE OUT TO THE SAW CUT/CONSTRUCTION LIMITS.

SURFACING

STATION

linear feet

FOR REMARKSCOMMERCIAL
PLANT MIX
 PG 64-28

#

GROSS NET + -

TOTAL

AGGREGATE

CRUSHED 
AGG. 

COURSEFROM TO

SUBTOTAL

SUBTOTAL



LUMP SUM SQ. YDS. CU. YDS.  #

10+00.00 30+07.07 0.66 54 0.1 0.1 LT. & RT. OF PROPOSED SIDEWALK
40+00.00 51+75.28 0.34 276 28 0.1 0.1 LT. & RT. OF PROPOSED SIDEWALK

1 276 ~ ~ ~ ~ TA FUNDING

# FOR INFORMATION ONLY

FROM TO

TOTAL

REVEGETATION

STATION

ACRES  #

REMARKSREVEGE-
TATION

TOPSOIL 
SALVAGING 
& PLACING

SEED FERTILIZER
CONDITION 
SEEDBED

SOD

43+22.53 44+15.12 20 CONTRACTOR TO VERIFY TOTAL LENGTH NECESSARY

0 20 ~
TA FUNDING

* BID ITEM IS 614 010 009 - RETAINING WALL

SUBTOTAL

TOTAL 20

* RETAINING WALL

STATION

sq yards

REMARKSCONCRETE 
RETAINING 

WALL

MODULAR 
BLOCK

REMOVE 
CONCRETE 
RETAINING 

WALLFROM TO

square yards linear feet

square yards

CLASS 1 LEFT RIGHT CLASS 1

10+47.00 24 14' 24 RCP CL. 4 NONE FETS ~ 0.7
24 X UNK. 

RCP
EXTEND CULVERT 14' UNDER PROPOSED SIDEWALK, SW1

44+00.00 18 10' 18 UNK. 0.064 YES ~ FETS 3.3
18 X UNK. 

UNK.
EXTEND CULVERT 10' UNDER PROPOSED SIDEWALK & 
THROUGH RETAINING WALL, SW2

18 10' 18 UNK. 0.064 YES ~ FETS 3.3
18 X UNK. 

UNK.
EXTEND CULVERT 10' UNDER PROPOSED SIDEWALK & 
THROUGH RETAINING WALL, SW2

44+06.00 18 4 18 RCP CL. 3 NONE ~ FETS 5.0
18 X UNK. 

RCP

TOTAL ~ ~ 0 0 0.0 0 0 0 0.0 0.0 0 ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ TA FUNDING

# SEE STANDARD SPEC. SEC. 709.05

CULVERTS

STATION

BASIC BID ITEMS PIPE OPTIONS in

END SECTIONS

cubic yards

SKEW
ANGLE

CULVERT
IN PL.
in x ft

REMARKSCULVERT 
PIPE

in

linear feet

LENGTH 
OF PIPE

RELAY 
PIPE 

CULVERT

CLEAN 
CULVERT

REMOVE 
PIPE 

CULVERT

FOUNDAT
ION 

MATERIAL

CONCRETE - 
CLASS 

GENERAL

cubic yards

STABILIZATION
GEOTEXTILE

CLASS
OR

THK.

ADD 90° BEND & EXTEND CULVERT 4' THROUGH 
RETAINIING WALL, SW2

HEIGHT OF 
COVERBEDDING 

MATERIAL
SPECIAL 

BACKFILL

CONCRETE - 
CLASS 

GENERAL

RANDOM 
RIPRAP

FOUNDATI
ON 

MATERIAL

BEDDING 
MATERIAL

SPECIAL 
BACKFILL

STEEL- 2 2/3 X 1/2 CORR.
CONCRETE 
ALUMINUM - 2 2/3 x 1/2 
CORR.

RANDOM 
RIPRAPCOATING

#STABILIZATION 
GEOTEXTILE

each

60+26.37 4 IN FRONT OF ENNIS FLORAL, SW3
61+97.48 4 IN FRONT OF QUILT SHOP, SW3

8 LOCAL FUNDINGTOTAL

PIN DOWN CURBS

STATION REMARKSPIN DOWN 
CURB

cubic yards

RECTANGULAR RAPID
FLASHING BEACON

SIGNAL 
STANDARD TYPE 

1-200

PUSH BUTTON-
PEDESTRIAN-

TACTILE

FOUNDATION-
CONCRETE

9+91.21 1 1 1 1.9
10+03.00 1 1 1 1.9
20+31.00 1 1 1 1.9
50+74.00 1 1 1 1.9

TOTAL 4 4 4 7.6 TA FUNDING

STATION

each

ELECTRICAL

REMARKS

cubic yards linear feet

LEFT RIGHT LEFT RIGHT LEFT RIGHT LEFT RIGHT

10+00.00 11+42.04 78.9 5.5 5.0 SW1
11+42.04 11+86.98 25.0 1.7 5.0 PRIVATE APPROACH, SW1
11+86.98 12+45.73 32.5 2.3 5.0 SW1
12+45.73 12+82.28 20.3 1.4 5.0 PRIVATE APPROACH, SW1
12+82.28 14+55.44 94.6 6.6 5.0 SW1
16+45.02 18+66.80 123.3 8.6 5.0 PRIVATE APPROACH, SW1
18+66.80 19+38.10 39.6 2.7 5.0 SW1
19+38.10 20+02.46 35.8 2.5 5.0 PRIVATE APPROACH, SW1
20+02.46 20+30.26 15.4 1.1 1.1 5.0 SW1
30+01.07 30+07.07 5.3 1.8 0.4 8.0 DETECTABLE WARNING DEVICE IN CONCRETE, SW1
40+17.10 42+14.01 130.3 9.0 6.0 SW2
42+14.01 44+20.52 137.7 9.6 6.0 HAS THICKENED EDGE, SEE DETAIL, SW2
44+20.52 44+92.53 47.5 3.3 6.0 SW2
44+92.53 48+83.03 258.7 18.0 6.0 SW2
49+59.06 50+08.52 33.0 2.3 6.0 SW2
50+08.52 50+39.55 20.7 1.4 6.0 PRIVATE APPROACH, SW2
50+39.55 51+62.92 82.2 1.1 5.7 6.0 SW2
51+62.92 51+75.28 8.2 1.8 0.6 6.0 PRIVATE APPROACH, SW2

261.0 373.9 209.7 344.4 2.9 2.9 0.0 0.0 82.6 ~ TA FUNDING

60+00.00 62+82.10 143.7 0.9 0.0 4.0 TO 5.0 SW3

0.0 0.0 0.0 143.7 0.0 0.9 0.0 0.0 0.0 ~ LOCAL FUNDING

~
* FOR INFORMATION ONLY - INCLUDE IN THE COST OF SIDEWALK

CONCRETE SIDEWALK
REMOVE SIDEWALK

WIDTH

SUB TOTAL

CRUSHED 
AGG. 

COURSE *

SUB TOTAL

SIDEWALK

STATION

square yards

REMARKS
4" 6"

FROM TO

DETECTABLE WARNING 
DEVICES

TYPE I

TOTAL 634.9 697.8 6.7 ~
































